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at the time of manufacture in accordance with Interstate Commerce Com-
mission Specifications effective at the date of their manufacture.
B.4. Markings on Containers.
(a) Each container or system covered in Divisions II, III, and IV (ex-
cept as provided in Par. 4.2) shall be marked as specified in the following:
1. With a marking identifying compliance with, and other markings re-
quired by the rules of the code under which the container is constructed:
or with the stamp and other markings required by the National Board
of Boiler & Pressure Vessel Inspectors.
Underground: Container and system nameplate.
Abovegroutd: Container.
2. With the name and address of the supplier of the system, or the
trade name of the system.
Underground and aboveground: System nameplate.
3. With the water capacity of the container in pounds or gallons, U. S.
Standard.
Underground: Container and system nameplate.
Aboveground: Container.
4. With the working pressure in pounds per sq. in. for which the con-
tainer is designed.
Underground: Container and system nameplate.
Aboveground: Container.
5. With the wording "This container shall not contain a product having
a vapor pressure in excess of-p.s.l. gauge at 1000 F." See B.12(e).
Underground and aboveground: System nameplate or tag on filler con-
nection.
6. With the wall thickness of the shell and heads.
Underground: Container and system nameplate.
Aboveground: Container.
7. With marking indicating the maximum level to which the container
may be filled with liquid at temperatures between 20* F. and 1300 F.
except on containers provided with fixed maximum level indicators, or
which are filled by weighing. Markings shall be in increments of 20* F.
Aboveground and Underground: System nameplate or on liquid level
gauging device.
8. With the overall length and outside diameter of the container in
inches.
Underground: System nameplate.
Aboveground: No requirement.
Markings specified on "container" shall be on the container itself. Mark-
ings specified on "system nameplate" shall be on a metal tag or nameplate
attached to the system, located in such a manner as to be readily visible. -
(b) Each container used with systems embodied in Division I and in
Par. 4.2 of Division IV shall be marked in accordance with Sec. 1.1. of
Division I.


